11-202

349. When differences exist between AETCI 11-202 and other AETC guidance, AETCI 11-202 takes precedence. (202,Opening para) 

        a. True

        b. False

350.  The cruise checklist need not be accomplished if actual cruise time will be of short duration (approximately 15 minutes). (202,2.3)

a.  True

b.  False

351.  On all sorties, it is required to only carry T.O. 1T-1A-1 (not T.O. 1T-1A-1-1). (202,2.3.1)

        a. True

        b. False

352.  On all sorties, the aircraft commander must ensure the following items are on board the aircraft: _________.  (202,2.3.3)

        a.  aircraft technical orders.

        b.  a flashlight for each crewmember.

        c.  suitable terrain charts.

        d.  all of the above.

353.  Do not taxi with less than _____ feet from any obstacle without a wingwalker.  Never taxi within _____ feet of any obstacle. (202,3.1)

        a.  10, 25.

        b.  25, 10.

        c.  50, 25.

        d.  25, 50.

354.  Never taxi with less than ___ feet of wingtip obstacle clearance. (202,3.2)

        a.  5

        b.  10 without a wing walker

        c.  10

        d.  20

355.  You may taxi with less than 10 feet of wing tip obstacle clearance as long as you are on marked taxi routes. (202,3.2.3)

        a. True

        b. False

356.  Declare minimum fuel as soon as it can be determined that your fuel at touchdown will be less than ________ pounds (dual) or ________ pounds (team). (202,5.3)

        a.  400, 600.

        b.  500, 700.

        c.  400, 700.

        d.  500, 600.

357.  Minimum fuel is ______lbs (dual) or _______ lbs (team). (202,5.3)

     a. 500; 700

     b. 500; 300

     c.  300; 500

     d. none of the above

358.  T-1A aircraft will not be flown in areas of ____________ turbulence or icing. (202,6.2)

a.  forecast or reported moderate

b.  forecast moderate

c.  forecast or reported severe

d.  forecast clear air

359.  Do not cruise or conduct multiple approaches in actual moderate icing conditions.  (202,6.3)

a.  True

b.  False

360.  Do not exceed ______ degrees of bank in IMC, unless safety of flight dictates otherwise. (202,6.5)

        a.  45

        b.  30

        c.  15

        d.  60

361.  The minimum runway length for T-1A takeoffs is ___________________________. (202,7.1.1)

        a.  6,000 feet.

        b.  critical field length.

        c.  6,000 feet or critical field length, whichever is greater.

        d.  6,000 feet or critical field length, whichever is lower..

362.  The minimum runway length for full stop landings is ____________________. (202,7.1.2)

        a.  6,000 feet.

        b.  computed landing distance.

        c.  6,000 feet or computed landing distance, whichever is lower.

        d.  6,000 feet or computed landing distance, whichever is greater.

363.  Minimum takeoff factor for all takeoffs is _________.  (202,7.2)

a.  2.1

b.  2.5

c.  2.0

d.  152 ft/NM

364.  __________ and _________ tactical overheads are prohibited. (202,7.3)

        a. 10o and no-flap

        b. single engine and no-flap

        c. all of the above

        d. none of the above

365.  Limit power during ground operations to approximately _________ in congested areas. (202,2.7.3)

        a. 70% N1

        b. 80% N1

        c. 70% N2

        d. 60% N2

366.  Maintain a minimum of _________ KIAS during the closed pull-up. (202,7.4)

a.  180

b.  160

c.  150

d.  Vmca

367.  Plan not to exceed _____ degrees of bank in the final turn or on final (202,7.5)

        a.  60.

        b.  45

        c.  30

        d.  15

368.  You may practice no-flap full stop landings. (202,7.6)

        a. True

        b. False

369.  The following maneuvers are prohibited at night: __________________________. (202,9.1)

        a.  simulated emergency patterns

        b.  rectangular patterns

        c.  formation.

        d.  circling approaches.

        e.  all of the above.

370.  Simulated emergency patterns and circles may be flown at night if the weather is at or above ____________. (202,9.2.1)

a.  3000; 5

b.  3000; 3

c.  2000; 5

d.  1500; 3

371.  The minimum altitude for a seat swap is  ________.  (202,10.1)

     a.  500 feet AGL.

     b.  2600 feet MSL.

     c.  1000 feet AGL.

     d.  There is no minimum.

372.  Do not exceed _________ while flying a low level route.  (202,11.2)

a.  300 KIAS

b.  270 KIAS

c.  330 KIAS

d.  290 KIAS

373.  Maximum planned groundspeed on military training routes is __________. (202,11.2)

a.  300

b.  330

c.  250

d.  240

374.  When terrain varies on a low level, maintain a minimum of ______ above the highest terrain within ______ feet of the aircraft.  (202,11.3)

a.  500; 1000 feet

b.  500; 2000 feet

c.  1500; 2 NM

d.  500; 1 NM

375.  For towers on or near the low level route, fly a minimum of _______ feet above the highest obstacle within _____ NM of the aircraft.  (202, 11.4)

        a.  1000; 2

        b.  500; 2

        c.  1000; 5

        d.  1500; 3

376.  While flying an airdrop sortie as wing, never fly ___________. (202, 12.1)

a.  below lead

b.  below 500 feet AGL

c.  below 450 feet AGL

d.  a or b, whichever is higher

377.  Airdrop configuration is ______ flaps and ______ KIAS minimum. (202,12.2)

        a. 30o; 130

        b. 0o; 135

        c. 10o; 110

        d. 10o; 130

378.  Which of the following is not a required call during a nonprecision approach? (202,14.1.1)

     a.  One hundred feet above MDA

     b.  "Minimums" at MDA

     c.  "Go around" at VDP if runway is not in sight

     d.  "Runway in sight" when runway environment is in sight

379. Which of the following is not a required call during a precision approach? (202,14.1.2)

a.  One hundred feet above decision height

b.  "Minimums" at decision height

c.  "Go around" at decision height if runway environment is not in  sight

d.  "Land" at decision height if runway environment is in sight

380.  Simulated emergency procedures do not have to be pre-briefed or announced to be performed. (202,15.1)

        a.  True.

        b.  False.

381.  You can conduct simulated emergencies in IMC weather conditions (i.e., single engine ILS). (202,15.2)

        a. True

        b. False

382.  Do not practice a single-engine go-around after selecting 300 flaps. (202,15.3)

a.  True

b.  False

383.  The minimum altitude to practice simulated engine failure during takeoff or landing is ______ feet (202,15.4)

     a. 400

     b. 300

     c. 1000

     d. 500

