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467. An in-flight emergency is a reason to deviate from a flight rule. (206,1.4)

        a.  True

        b.  False

468.  A PIC may deviate from any flight rule only when ___________. (206,1.4)

a.  a deviation  is required to protect lives

b.  when ATC authorizes the deviation

c.  when in uncontrolled airspace

d.  all of the above

469.  In the event of a deviation from a flight rule, which of the following is not a requirement (206,1.4.2)

        a.  The pilot in command will verbally report the deviation to their immediate supervisor and commander within 24 hours of the incident.

        b.  The pilot in command shall make a detailed written record

        c.  The pilot in command will provide name and SSN of all crewmembers to controlling agency upon request.

                d.  none of the above

470. On a stopover flight, which of the following is true? (206,2.1.2)

        a.  Ensure the flight is planned to its final destination in the greatest detail possible for each leg of the flight.

        b.  Before departing each intermediate stop, obtain the latest weather and  NOTAM information.

        c.  a and b above

        d.  none of the above

471.  When both the ceiling and visibility criteria are used to determine the suitability of the original destination, total flight plan fuel need not include the fuel required for an approach and missed approach at the original destination. (206,2.2.2)

        a.  True.

        b.  False.

472.  When the visibility-only weather criterion is used to determine the suitability of the original destination, total flight plan fuel: (206,2.2.2)

        a.  need not include the fuel required for an approach at the original destination.

        b.  must include fuel for an approach and missed approach at the original destination.

        c.  need not include fuel for an approach at the alternate.

        d.  must include a fuel reserve of 25 percent of total flight time or 30 minutes, whichever is higher.

473.  If the command has not established reserves, carry enoì¥Á
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467. An in-flight emergency is a reason to deviate from a flight rule. (206,1.4)

        a.  True

        b.  False

468.  A PIC may deviate from any flight rule only when ___________. (206,1.4)

a.  a deviation  is required to protect lives

b.  when ATC authorizes the deviation

c.  when in uncontrolled airspace

d.  all of the above

469.  In the event of a deviation from a flight rule, which of the following is not a requirement (206,1.4.2)

        a.  The pilot in command will verbally report the deviation to their immediate supervisor and commander within 24 hours of the incident.

        b.  The pilot in command shall make a detailed written record

        c.  The pilot in command will provide name and SSN of all crewmembers to controlling agency upon request.

                d.  none of the above

470. On a stopover flight, which of the following is true? (206,2.1.2)

        a.  Ensure the flight is planned to its final destination in the greatest detail possible for each leg of the flight.

      light data was obtained.

     c.  The PIC is aware of the responsibility for safety of the aircraft or formation and its occupants.

     d.  all of the above.

481. Pilots must not file to or land Air Force aircraft (other than C-designated aircraft) at CONUS civil (P) airports except:  (206,4.3.1.1)

        a.  in an emergency.

        b.  when an alternate airport is required and no suitable military airport is available.

        c.  when the flight is approved by the wing commander or higher authority and the airport manager has granted permission  in advance.

        d.  both a and c above.

        e.  all of the above.

482.  We may use a civil (P) airport as a destination if it is classified as joint-use field. (206,4.3.1.1)

        a.  True.

      b.  False.

483.  In uncontrolled airspace, the pilot is the clearance authority. (206,4.4.1.1)

        a.  True.

      b.  False

484.  To avoid misidentification of an aircraft in a radar environment, a pilot will not follow ATC's clearance or instructions meant for the pilot of another aircraft. (206,4.5.2)

        a.  True.

        b.  False.

485.  Aircrew members will not take off within _____ hours after the consumption of any alcoholic beverage. (206,5.1.4)

        a.  8.

        b.  12.

        c.  24.

        d.  50.

486.   A person may act as a crewmember under the after effects of alcohol as long as they quit drinking at least 12 hours prior to takeoff. (206,5.1.4)

        a.  True

        b.  False

487.  The see and avoid concept applies to flights conducted: (206,5.2)

        a.  on VFR flight plans.

        b.  on IFR flight plans.

        c.  both a and b above.

      d.  neither a or b above.

488.  To prevent a collision situation, pilots will not normally operate within ____ from other aircraft (well clear). (206,5.3)

        a.  100 feet.

        b.  500 feet.

        c.  1,000 feet.

        d.  2,000 feet.

      e.  1 mile.

489. Aircraft may not maneuver within 500 feet (well clear) of each other except for: (206,5.3)

        a.  authorized formation flights

        b.  emergency situations requiring assistance from another aircraft

        c.  command approved maneuvers in which each participant is fully aware of the maneuver and is qualified to conduct it

        d.  b and c above

        e.  all of the above

490.  Normally an aircraft having the right of way will maintain its course and speed. However, if the danger of a collision exists, all pilots must: (206,5.5)

        a.  take the necessary action to avoid collision.

        b.  maintain course and airspeed.

        c.  reduce airspeed and give way to the right.

        d.  reduce airspeed and descend in order to provide adequate vertical separation.

491.  Rank the following aircraft for priority and right-of-way. (206,5.5.2)

        1.  gliders

        2.  airships

        3.  aircraft towing or refueling other aircraft

        4.  rotary or fixed-wing aircraft

        5.  balloons

        a.  2, 5, 3, 1, 4

        b.  1, 3, 5, 4, 2

        c.  5, 1, 3, 2, 4

        d.  3, 4, 1, 5, 2

492. In U.S. airspace, if the controlling agency asks you to, you may exceed 250 KIAS below 10,000 feet in the T-1. (206,5.7.2)

        a.  True

        b.  False

493.  Do not exceed _____ KIAS below ______ feet above the surface within 4 NMs of the primary airport of a Class C or Class D airspace area. (206,5.7.2)

        a.  250, 4000

        b.  200, 2500

        c.  200, 4000

        d.  250, 2500

494.  For T-1 aircraft, the maximum speed below 10,000 feet MSL is: (206,5.7.2)

     a.  330 KIAS

     b.  0.78 Mach

     c.  250 KIAS

     d.  a or b above, whichever is lower

495.  You are required to obtain clearance from ATC before ________ at an airport with an operating control tower. (206,5.9.1.1)

     a.  starting engines

     b.  taxiing

     c.  takeoff

     d.  b and c above

     e.  all of the above

496.  Do not turn after takeoff, touch and go, or low approach until at least _______ unless specifically cleared by the controlling agency. (206,5.9.2)

        a.  400 feet AGL

        b.  a safe airspeed

        c.  past the departure end of the runway

        d.  all of the above

497.  Except for takeoff and landing, do not operate aircraft below _____ feet AGL over a congested area within 2000 ft radius of the aircraft.  Do not operate within ______ feet of any vessel, person, vehicle or structure in a non-congested area. (206,5.10.3)

        a.  2000, 500

        b.  1000, 500

        c.  500, 1000

        d.  1000, 2000

498.  Avoid congested areas or groups of people if the altitude does not ensure at least _____ feet above the highest obstacle within a _____ radius of the aircraft. (206,5.10.3)

     a.  500, 2,000 foot

     b.  500, 2 mile

     c.  1,500, 3 mile

     d.  1,000, 2,000 foot

499.  Mission permitting, do not fly less than _____ feet above the terrain of national parks. (206,5.10.5)

     a.  500

     b.  1,000

     c.  1,500

     d,  2,000

500.  Pilots may practice emergency procedures with passengers on board.

(206,5.14.1)

     a.  True

     b.  False

501.  Pilots will report the following weather conditions to ATC or FSS.

(206,5.22.1)

        a.  hazardous weather conditions

        b.  volcanic activity

        c.  wind shear or wake turbulence

        d.  a and c above

        e.  all of the above

502.  Pilots shall not intentionally operate into a thunderstorm except when operating on a MAJCOM approved mission specifically requiring it. (206,5.23.1)

     a.  True

     b.  False

503.  Pilots will not takeoff, land, or fly at an approach at an airport if a thunderstorm is producing (206,5.23.2)

     a.  hail

     b.  windshear

     c.  heavy rain

     d.  all of the above

504.  Pilots will notify ATC when encountering wake turbulence on any approach. (206,5.24.1)

        a.  True

        b.  False

505.  It is mandatory for pilots to report:  (206,5.24)

     a.  wake turbulence

     b.  windshear

     c.  volcanic activity

     d.  a and b above

     e.  all of the above

506.  The PIC will ensure sufficient oxygen is onboard the aircraft before takeoff to fly the entire planned route of flight at FL250 or below. (206,6.4.3)

        a.  True

        b.  False

507.  If an aircraft loses cabin pressure, the pilot must initiate an immediate descent, preferably below ________ feet, but in no case allow cabin altitude to exceed _________ feet. (206,6.4.4)

a.  10,000; 25,000

b.  25,000; 35,000

c.  18,000; 35,000

d.  18,000; 25,000

508.  With only one pilot in the seat of a T-1 while cruising at FL370, the pilot in the seat must: (206,table6.1)

        a.  have an oxygen mask on

        b.  have an oxygen mask within arms reach

        c.  do nothing, the cabin is pressurized

        d.  none of the above

509.  Air Force fixed-wing aircraft will fly under VFR only when it is mission essential. (206,7.1.1)

     a.  True

     b.  False

510.  If the weather prevents continued flight under VFR when on a VFR flight plan, you must: (206,7.1.3)

        a.  alter your route of flight to remain VFR.

        b.  remain VFR and land.

        c.  remain VFR until you can obtain an IFR clearance.

        d.  any of the above.

511.  The forecast weather for the planned route of flight conducted under VFR must be equal to, or greater than (206,7.2.1)

     a.  1,500 ft ceiling

     b.  3 SMs visibility

     c.  3,000 ft ceiling

     d.  a and b above

     e.  b and c above

512.  Basic VFR cloud clearances and visibility below 10,000 feet MSL in controlled airspace are: (206,table 7.1)

        a.  1,000 feet below, 1,000 feet above, 1 mile horizontally, 5 statute miles visibility.

        b.  500 feet below, 1,000 feet above, 1 mile horizontally, 3 statute miles visibility.

        c.  500 feet below, 1,000 feet above, 2,000 feet horizontally, 3 statute miles visibility.

        d.  1,000 feet below, 1,000 feet above, 1,000 feet horizontally, 3 statute miles visibility.

513.  The cloud clearance and visibility minimums for VFR in Class B airspace are: (206,table 7.1)

     a.  1,000 feet below, 1,000 feet above, 1 mile horizontally, 5 statute miles visibility.

     b.  500 feet below, 1,000 feet above, 1 mile horizontally, 3 statute miles visibility.

     c.  500 feet below, 1,000 feet above, 2,000 feet horizontally, 3 statute miles visibility.

     d.  clear of clouds, 3 statute miles visibility. 

514.  Pilots must fly IFR under which of the following conditions? (206,8.1.2)

     a.  weather conditions do not permit flight according to VFR

     b.  operating in Class B airspace

     c.  performing instrument approaches

     d.  a and c above

     e.  all of the above

515.  Pilots must fly IFR under which of the following conditions? (206,8.1.2)

        a.  Weather conditions do not permit flight according to VFR

        b.  Operating in Class A airspace

        c.  Operating a fixed-wing aircraft at night

        d.  A & C above

        e.  All of the above

516.  Which of the following is not a published approach? (206,8.3.1.1)

        a.  Any DoD or NOAA FLIP procedure

        b.  A published radar approach

        c.  A local use procedure developed according to AFI 13-209 and approved by the host MAJCOM

        d.  None of the above

517.    If there is no published approach at the destination, pilots may file IFR to a point enroute (where forecast weather is VMC at the time of arrival) and then continue under VFR to the

destination. (206,8.3.2)

        a.  True

        b.  False

518.  In which of the following conditions is an alternate required? (206,8.4)

     a.  ceiling of 3000 feet

     b.  visibility of 3 SMs

     c.  radar required for the approach

     d.  all of the above

519.  An A/ NA designation indicates (206,8.4.1)

     a.  an unmonitored NAVAID

     b.  available weather reporting

     c.  all of the above

520. You must designate an alternate when the weather is below _____ feet ceiling and _____ SM visibility. (206,8.4.1.1)

        a.  1500, 3

        b.  3000, 2 or 3 above the lowest compatible published landing minimum visibility

        c.  3000, 3 or 2 above the lowest compatible published landing minimum visibility

        d. 1000 or 500 above the lowest compatible published landing minimums (whichever is higher),               2 or 1 above the lowest compatible landing minimums (whichever is higher)

521.  Regardless of the weather, pilots must designate an alternate airport on all IFR flight plans when filing to a destination requiring which of the following? (206,8.4.2.1)

     a.  GPS is the only available NAVAID

     b.  Radar

     c.  An unmonitored NAVAID

     d.  all of the above

522.  The lowest suitable approach at an airfield is 500-1 1/2.  For this airfield to qualify as an alternate, the worst weather must be at least (206,8.5.1)

     a.  1000-2

     b.  1000-2 1/2

     c.  1500-3

     d.  500-1 1/2

523.  For an airport to qualify as an alternate, the weather must be at least a _____ foot ceiling and _____ SM visibility. (206,8.5.1.1)

       a.  1000 or 500 above the lowest compatible published landing minimums (whichever is higher), 2 or 1

above the lowest compatible landing minimums (whichever is higher)

        b. 3000, 3 or 2 above the lowest compatible published landing minimum visibility

        c.  1500, 3

        d.  none of the above

524.  It is acceptable for pilots to "see and avoid" obstacles while flying SIDs (206,8.7.1)

     a.  True

     b.  False

525. Air Force pilots can use nonstandard takeoff minimums in order to "see and avoid" obstacles while flying Standard Instrument Departures (SIDs) or Instrument Departure Procedures. (206,8.7.1)

        a.  True

        b.  False

526.  Which of the following are authorized IFR departure methods. (206,8.7.3)

     a.  SID

     b.  published instrument departure procedure

     c.  "see and avoid"

     d.  a and b above

     e.  all of the above

527.  Pilots shall not begin an enroute descent or published approach if the weather required for the approach is below the required minimums. (206,8.13.1)

        a.  True

        b.  False

528.  Aircraft may take off or land over approach end cables that are reported as loose or slack. (206 sup,2.1)

     a.  True

     b.  False

529.  Aircrews must receive a weather update prior to _______________. (206 sup,2.5.3)

        a.  initiating the enroute descent

        b.  accomplishing the Before Landing Checklist

        c.  arriving at the initial approach fix

        d.  a or c

530.  For local flying operations, aircrews to not have to designate an alternate if (206sup,8.5.1)

     a.  The departure and destination airfields are the same

     b.  An IP is a crewmember

     c.  The ceiling/visibility is forecast to remain at or above 1500/3 for the ETE plus 2 hours

     d.  A & B above

     e.  All of the above

