Section IV

234.  The crew member occupying the jump seat will actuate controls on the shroud or instrument panel only if he/she is an instructor pilot. (-1,4-1)

     a.  True.

     *b.  False.

235.  The crew member occupying the jump seat will never: (-1,4-1)

        a.  actuate flight controls

        b.  actuate configuration controls

        c.  actuate controls on the shroud or instrument panels

        d.  a and b above

        *e.  all of the above

236.  The ____ is ultimately responsible for ensuring that crew actions result in safe, successful mission accomplishment. (-1,4-1)

        a.  squadron commander

        b.  flight commander

        *c.  aircraft commander

        d.  instructor pilot

237.  The jump seat is not considered a crew position. (-1,4-1)

        a.  true

        *b.  false

238.  If only two pilots are aboard the aircraft, pilots shall only exchange seats with the autopilot engaged.  (-1,4-2)

        a.  true

        *b.  False

239.  The crewmember occupying the jump seat may actuate flight controls, configuration controls or controls on the shroud or instrument panels. (-1,4-2)

     a.  True

     *b.  False

240.  Which action below does not require verbal coordination between the pilot flying the aircraft and the applicable crew member? (-1,4-2)

        a.  repositioning fuel switches

        b.  transfer of control of the aircraft

        *c.  changing ATC radio frequencies

        d.  when a crew member goes on or off interphone

241.  If the crew is utilizing supplemental oxygen or the aircraft altitude is above ______ feet, the PNF will periodically initiate a check of the oxygen system pressure. (-1,4-3)

        a.  10,000

        b.  18,000

        *c.  25,000

        d.  35,000

242.  All crew members should monitor VHF or UHF ATC communications in addition to interphone during ____. (-1,4-3)

        a.  takeoff

        b.  landing

        c.  descent

        d.  a and b above

        *e.  all of the above

243.  Only the pilot and copilot need to monitor UHF and VHF frequencies during descent when three crew members are aboard the aircraft.(-1,4-3)

     a.  True.

     *b.  False..

244.  The crewmember(s) required to monitor UHF or VHF ATC communications in addition to interphone during takeoff, descent, and landing is/are: (-1,4-3)

        a.  pilot

        b.  copilot

        *c.  all crewmembers

        d.  a and b above

