Section VII

292.  To reduce vision deterioration from lightning, the white flight deck lights should be set to maximum prior to thunderstorm penetration. (-1,7-4)

     a.  True

     b.  False

293.  Prior to making an initial aircraft inspection following a suspected lightning strike, ensure the aircraft is properly grounded. (-1,7-4)

     a.  True

     b.  False

294.  Severe windshear is that which produces airspeed changes greater than ___ knots or vertical speed changes greater than ___ feet per minute. (-1,7-4)

     a.  10, 500

     b.  15, 500

     c.  20, 1000

     d.  25, 1000

295.  When windshear is present, fly approaches up to ___ knots fast, and stabilize the approach no later than ___ feet AGL. (-1,7-5)

     a.  15, 300

     b.  15, 1000

     c.  10, 500

     d.  10, 1000

296.  If icing conditions are encountered during flight, no greater  than 10 degrees flaps may be used for landing unless the following condition(s) are met: (-1,7-8)

     a.  the icing conditions were encountered for less than 10 minutes

     b.  the RAT during the icing encounter was warmer than -8 degrees C

     c.  a RAT of +3 degrees C or warmer is observed during approach

     d.  a and b above

     e.  all of the above

297.  After landing on a snow or slush covered runway, do not retract the flaps beyond ______ (-1,7-8)

     a.  30 degrees

     b.  10 degrees

     c.  either a or b

298.  During hot weather, after a minimum roll landing or excessive braking, personnel should stay clear of the main landing gear until the brakes have cooled. (-1,7-11)

     a.  True

     b.  False

