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        T-6 Checklist
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OVERSPEED GOVERNOR CHECK

DESCENT

1.  Brakes


Hold/Guard
1.  Hdg/Att. System

Check (Both)

2.  PCL


IDLE

2.  Canopy Defog

As Required

3.  PMU


OFF

3.  Altimeters

Set (Both)

4.  PCL


100% Np




~ 30% Torque
BEFORE LANDING CHECKS

5.  PCL


Adv, Ver. Np 100(2)
1.  Gear


LDG DWN

6.  PCL


IDLE

2.  Flaps


As Required


7.  PMU


NORM

3.  Landing/Taxi Lights
As Required







4.  Speed Brake

Retracted

BEFORE TAKEOFF CHECKS

5.  Harness


As Required

1.  Speed Brake

Retracted

6.  Canopy Defog

OFF (FOOT)

2.  Flaps


TO

3.  Trim


Set for TO

AFTER LANDING CHECKS

4.  Fuel Qty/Bal

Check

1.  ISS (Rear Seat)

SOLO

5.  Engine Instruments
Check

2.  Ejection Seat Pins

As Required


6.  Amps


20 or Less

3.  Transponder

STBY

7.  Harness


As Required
4.  Probes Anti-Ice Switch
OFF

8.  Canopy Defog

OFF (FOOT)
5.  Landing/Taxi Lights
As Required


9.  Probes Anti-Ice

ON

6.  Nav/Anti-Coll Lights
As Required


10. Transponder

ALT

7.  Speed Brake

Retracted


11. C/W Lights

Check (Both)
8.  Flaps


UP

12. External Lights

As Required
9.  Trim Interrupt

Press


13. NWS


OFF

10. Trim Indicators

Neutral


14. ISS (Rear Seat)

BOTH

11. NACWS

OFF

AFTER TAKEOFF CHECKS


ENGINE SHUTDOWN

1.  Gear


LDG UP

1.  PCL


IDLE (1 Min)

2.  Flaps


UP

2.  Landing/Taxi Lights
OFF

3.  Landing/Taxi Lights
As Required
3.  Parking Brake

Set






4.  Ejection Seat Pins

Installed (Both)

CLIMB (THROUGH 10,000 FEET)

5.  Stby Attitude Indicator
Caged (Both)

1.  OBOGS

Check (Both)
6.  Avionics Master Switch
OFF

2.  Canopy Defog

As Required
7.  Bleed Air Inflow Switch
OFF






8.  Ram Air Flow Switch
OFF

CLIMB (THROUGH 18,000 FEET)

9.  OBOGS

OFF

1.  Pressurization 

Check

10. PCL


OFF






11. PMU STATUS

Extinguished

OPERATIONS CHECKS


12. FDR MAINT/FAIL
Extinguished

1.  Hydraulic Pressure

Check

13. Int/Ext Lights

OFF

2.  Electrical Systems

Check

14. Battery/Gen Switches
OFF

3.  Fuel Qty/Bal

Check

15. Aux. Battery Switch
Verify OFF

4.  OBOGS

Check (Both)

5.  Engine Instruments
Check

BEFORE LEAVING ACFT.

6.  Pressurization System
Check

1.  Gust Lock

As Required






2.  Parking Brake

As Required

PRESTALL/SPIN/ACRO CHECKS

3.  CFS Handle Safety Pin
Install (Both)

1.  Cockpits

Secured

4.  Exterior Check

Visually Check

2.  Harness


As Required (Both)

(Hyd. Leaks, Flaps, Speed Brake, Gear,

3.  Engine Instruments
Check


Gear Doors, Wheel Wells, Tires, Access

4.  Fuel Imbalance

Less than 50 Lbs.

Doors, Panels, Fairings)
